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Terminal Electrical

Lens Colors
Number FunctionsA Base CoverPoles Light

【 5 】 【 6 】 【 7 】 【 8 】

K→(ON)-ON-ON

F→(ON)-OFF-ON

G→(ON)-OFF-(ON)

H→ON-ON-ON

 I →ON-ON-OFF

J→(ON)-ON-OFF

4→10 pins

W

1→1-Light

1→Single Poles 2→Double Poles

1→8 pins

OR

G

BL

2→6 pins 3→8 pins / Barriers A→ON-OFF

B→(ON)-OFF

C→ON-ON

D→(ON)-ON

E→ON-OFF-ON

BT





PN-BS1 PN-BS2 PN-BS3 PN-BS4 PN-BS5 PN-BS6

Mounting Panel End Mounting Panel Middle Single Mounting Panel 【Boat】 Switch Labels 【JEEP】 Switch Labels

PN-BS11 PN-BS12

6 Mounting Panel Switch frame 

PN-BS7 PN-BS8 PN-BS9 PN-BS10-1 PN-BS10-2 DS2013-L DS2013-E DS-UAR DS4010DR

Actuator Removal Tool 8 pins Connectors 10 pins Connectors Plug Spring Plug Spring Dual Port USB Dual Port USB USB+AUX

(Tongue)

Hole Plug

Dual Voltmeter



Electrical:

NO. Pin Rating：

A 2 12V  20A ／24V  10A   DC

B 2 125V  15A ／250V  10A   AC

C 3 Dielectric Strength：

D 3 1500 Volts RMS

E 3 Insulation Resistance：

F 3 50 Megohms

G 3 Life：

10000 cycles circuit 

Endurance：

NO. Pin 50000 cycles minimum

A 4 Operating Temperature：

B 4 -40° C to + 85° C

C 6 Terminals：

D 6 Brass or copper/silver plate 

E 6 1/4”(6.3mm)

F 6 Lighted ：

G 6 Incandescent - rated 10,000 hours

H 6 Neon - rated 25,000 hours

I 4 LED - rated 50,000 hours 

J 4 Certification：

K 6 UL CE  IP65

Size of Hole：

21.2mm×37.2mm

Double poles circuit

Electrical Type Pin1 Pin2 Pin3 Pin4 Pin5 Pin6

SPST

Power in

Power in

SPDT

SPDT

(ON)-OFF

ON-OFF-ON

(ON)-ON

ON-ON

Pin5 Pin6

ON-OFF

Power out

SPDT

SPDT

Power outSPST Power in

Pin3 Pin4Pin2

Power in

Power inPower out

Power out

Power out

Power out

Power out

SPDT

Power in

Power in

(ON)-OFF-(ON)

(ON)-OFF-ON

DPST

DPST

DPDT

DPTT

DPDT

DPDT

DPDT

DPDT

DPDT

Power in

Power in

Power in

Power in(ON)-OFF-ON

ON-ON

(ON)-ON

ON-OFF

(ON)-OFF

Power in

DPDT

Power out

Power out

Power out

Power out

Power out

Power out

Power in

Power in

Power out

Electrical Type Pin1

Power out

Power out

Power out

Power out

Power out

Power out

Power in

Power in

Power in

Power in

Power in

Power in

Power in

Power in

Power in

Power in

Power out

Power out

Power out

Power out

(ON)-ON-ON

(ON)-ON-OFF

ON-ON-OFF

ON-ON-ON

(ON)-OFF-(ON)

ON-OFF-ON

Power out

Power out

Power out

Power out

Power in

Power inPower in

Power in

Power in

Power outDPTT

Power out

Power out

Power out

Power out

Power out

Power out

Power out

Power out

Power out

Power out

Power out

Power out

Power out

Power out

Power out

Power out

Power out

Power out

Power out



NO.1 NO.7 NO.E NO.L NO.J NO.X

NO.2 NO.3

NO.8 NO.F



NO.6 NO.9

NO.K NO.G

NO.4 NO.5



PS-1818 PS-1818 Plus PS-1818+PS-1818 Plus PS-1819 PS-1819 Plus PS-1819+PS-1819 Plus

Switch Rating： Rating： Switch Rating： Rating：

 12V~24V  0.5A   DC 12V~24V  10A   DC  12V~24V  0.5A   DC 12V~24V  10A   DC

Size of Hole： Size of Hole：

 21.2mm×37.2mm  21.2mm×37.2mm

Rating： 12V~24V  10A   DC Rating： 12V~24V  10A   DC

Size of Hole：  Φ 24.0mm Size of Hole：  Φ 24.0mm

Touch switch
TS-1820(Sculpture) TS-1821(Label)


